
EV Charger

STANDARD CHARGE

FEATURES

Serial / Ethernet connectivity allows integration
with Maser automation solutions, payment
platforms and smart grid networks, also offering
the opportunity to carry out any type of diagnosis
or remote assistance. The management of the
top-up payment is the most complete and flexible:
top-up with coupon code or card (for loyal users),
with debit card or credit card through the Mac
Terminal or directly from the APP; moreover,
through the Mac terminal it is possible to manage
the payment also by means of banknotes.

The MEC EVO Column also interfaces with the
Spotlink network which adds important functions:
localization and navigation to the column (through
a dedicated app); possibility for the manager to
monitor and manage all the functions of the
column such as recharging powers, recharging
prices, statistics and reporting.

MEC EVO charging station with 1 or 2 type 2 sockets, recharges up to 32 A Single-phase or Three-phase for
each socket, with touch screen panel for managing recharges. Interfacing with MAC 4.0 terminals for the
complete management of the EVO column.



These columns, which can be made according to a customized look, are suitable for applications in
road and motorway service stations, internal refueling sites in municipalized urban rest areas, car
parks and rest stops in commercial areas. The supplied software tools allow you to limit the input
power to avoid costly changes to the electrical network.

EV Charger

ADDED VALUE

Be integrated: Possibility of 
integrating with Maser automation 
solutions in order to have maximum 
flexibility in the management of 
payments and the fullest possible 
choice of payment methods.

Be interactive: Users and the 
manager can also communicate 
with the column through a 
smartphone app or web portal.

Location and status management:
Using a special application available 
for Android and iOS, it is possible to 
locate the EVO column closest to 
the current position, find the path to 
reach it, and know if the column is 
free or occupied.

Recharge control:

Once recharging has started, 
it is possible to check the 
progress of the recharge and 
be notified in case of alarms 
and end of recharging.

TECHNICAL SPECIFICATIONS
Power supply system 400 3P+N+T

Electrical characteristics
Frequency (HZ) 50-60 Power 
Factor 0.99 THD Current 
Value <5% Voltage Limits (V) 
+ -10% Max Power 44 kw

Charging connector
IEC62196 AC connector, Mode 3 Type2 
Output power 22kw

Voltage 400 Vac

Nominal Current 32 A AC MID Certified 
Energy Meter

Safety: Type B differential switch, 
overcurrent protection, earth continuity 
monitoring, socket interlock

Mechanical indicators
Weight <22 kg

Electrical protection degrees IP44 Impact 
protection IK08

Operating temperature -25°C to + 50°C

Display LCD: 7 inch touch screen

User Recognition
QrCode
Personal code

AC PLUGS Type 2 - n°2 plugs


